
www.shademonster.com            bids@shademonster.com

Product Cut Sheet: Manual Roller Shades

ShadeMonster
Manual Roller Shades

https://www.shademonster.com/
mailto:bids@shademonster.com


www.shademonster.com            bids@shademonster.com

Product Cut Sheet: Manual Roller Shades

IMPORTANT: ShadeMonster Chain Operated Roller manual shades must be mounted to
blocking or other suitable structural material. It is the responsibility of the installer to
choose and install fasteners that are appropriate for the mounting surface such that each
shade bracket can support 200 lbs (90.1 kg).

Features

Geared clutch provides smooth operation.
Aluminum tube:  1-1/4” minimum diameter. No rust stains on the fabric from
cut tube ends.
Shades are raised and lowered by means of a #10 stainless steel bead chain.
Spring loaded idle end.
Hem bar is extruded aluminum and completely enclosed in a heat-sealed
hem pocket.
Non-handed brackets are stamped steel and corrosion resistant. Available in
white and black.
Covered by ShadeMonster standard warranty.

Manual Roller Shades 

A manually-operated shading solution that can
enhance the aesthetics of a space, provide glare
control, and allow occupants to access daylight
and views. Ideal for motorized shading projects
that also require manual solutions.

Mounting Options Fabric Drop Options
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It is strongly recommended to use two hands when
operating (raising or lowering) the shade. 

Chain Operated Clutch Operating Instructions 

Geared clutch provides smooth operation.
Aluminum tube: no rust stains on the fabric from
cut tube ends. 
Shades are raised and lowered by means of a #10
stainless steel bead chain. Plastic bead chains are
also available—colors include white and black. 
Spring loaded idle end. Hem bar is extruded
aluminum and completely enclosed in a heat-
sealed hem pocket. 
Non-handed brackets are stamped steel and
corrosion resistant. Available in white and black. 3“
fascia measures 3.395" high with a 1.5" bottom lip
and snaps onto fascia bracket. 4" fascia and are
also available. Available in white, anodized, or black.
Covered by ShadeMonster standard warranty.

Features

This shade is equipped with a pre-installed pull-
chain tension device (meets ANSI/ WCMA A100.1-
2014 5.2.4 safety guidelines), designed to secure and
maintain tension on the pull-chain loop. For safe
operation of the window treatment, the installer
must affix the device in an appropriate location
according to the instructions packaged with the
shade. To prevent chain breakage and clutch
damage as well as promoting product safety, it is
imperative that the Chain Safety Clip shipped with
every chain operated clutch shade be installed to
the wall or window mullion. The Chain Safety Clip 

should be installed so that the
bead chain and bead stop balls
move smoothly through the
opening of the clip. Each chain
operated clutch operated roller
shade is shipped from the factory
with the Chain Safety Clip pre-
installed on the bead chain.
Removal of this device or failure
to properly install it, can cause
damage to the clutch lifting
mechanism and will result in the
voidance of the product’s limited
lifetime warranty. 

Installation of the Chain Safety Clip

Pull the front chain (furthest from the window glazing)
down until the bead stop ball on the chain loop stops at
the shade bracket and the shade hembar is at the top of
the window. 
 
Preventing Chain Breakage and Clutch Damage 
 
It is important to always use two hands when pulling on
the bead chain. Pull the chain straight down. Do not
under any circumstances pull the bead chain at an
angle. Pulling the bead chain at an angle creates
unnecessary pressure and strain on the bead chain and
clutch. This action inhibits the intended operation of the
clutch and can cause the shade to break. 
When lowering the shade, do not let go of the bead
chain as this action can cause the shade to lower quickly  
causing harm to the clutch or bead chain breakage. 
Allowing the bead chain to glide through the operators 
hands with gentle pressure assists in controlling the
speed  at which the shade will lower or raise. 

Pull the back chain (closest to the window glazing)
down until the bead stop ball on the chain loop
stops at the  shade bracket and the shade hembar
is approximately ½”  above the window sill. 

Raising the Shade 

Lowering the Shade 
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